
MADE IN ITALY

118

023-1905-000 49,300 0,270 1

023-1910-000 62,600 0,363 1

023-1914-000 119,000 0,573 1

023-1922-000 22,200 0,283 1

023-1921-000 22,000 0,283 1

023-1920-000 14,500 0,145 1

023-1915-000 182,500 1,422 1

023-1905-000 023-1910-000 023-1914-000 023-1915-000

n°

mm 1000x850
H 300

1350x850
H 300

1350x1350
H 300

1650x1350
H 620

023-1920-000 023-1921-000 023-1922-000

n°

mm 600x600
H 380

1180x600
H 380

1180x600
H 380

023-1905-000

023-1910-000

023-1914-000

023-1915-000

023-1920-000

023-1921-000

023-1922-000

Art. 023-1905-000

Art. 023-1910-000

Art. 023-1914-000

Art. 023-1915-000

Art.023-1920-000

Art. 023-1921-000

Art. 023-1922-000

TANKS OF DUMP AND STORAGE SUITABLE
FOR OIL-DISPENSING INSTALLATIONS

Tank of dump and storage for 1 drum of 180-220 l

Tank of dump and storage for 2 drums of 180-220 l

Tank of dump and storage for 4 drums of 180-220 l

Tank of dump and storage for 1 tank of 1000 l

Horizontal support to store 1 drum of 180-220 l

Horizontal support to store 2 drums of 180-220 l

Horizontal support to store 3 drums of 50-60 l

These steel tanks are suitable for the storage of metal drums of lubricants and simply transportable with fork truck or trans 
pallet. The tanks are produced with strong metal, reinforced with frames in shapes, the grates are galvanized. According to 
the new rules, the stocking of lubricant drums in the industrial environment and in repair shops must have a tank to collect 
the accidental overflowing, avoiding the dispersion in the environment. It’s important to put the tanks on plain surfaces, 
protected by the rain. If the storing of different substances is required, these ones shall be reciprocally compatible.

Technical data

Capacity 1 drum
 180/220 l

2 drums  
180/220 l

3 drums
 50/60 l

Dimensions

Technical data

Capacity 1 drum 
180/220 l

2 drums  
180/220 l

4 drums 
180/220 l

1 tank
da 1000 l

Dimensions




